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: ”%gfm‘;ﬂmﬂ“ W A STONE ACCESS DRIVE COMPLETE WITH UNDER LYING GEQ-TEXTILE FABRIC (20 FEET WIDE AND 50°-FEET LONGIFOR INGRESS A?\B EGRESS AT THE SITE SHALL BE INSTALLED. THIS DRIVE 50 it {08 30 . FOR ACCESS TG NVIDUAL HOUSE L0TS} E
ca . SHALL BE THE ONLY ENTRANCE AND EXIT TO THE SITE. - _ I}
== | STREETS DIRECTLY ADJACENT TO THE CONSTRUCTION ENTRANCES AND RECENVING TRAFFIC FROM THE DEVELOPMENT AREA, SHALL BE CLEANED DAILY TO REMOVE SEDMENT TRAGKED ~ nsmswso I
m%«; OFF-SITE. IF APPLICABLE, THE CATCH BASING ON THESE STREETS NEAREST TO THE CONSTRUCTION ENTRANCES SHALL BE CLEANED WEEKLY, mEm B
=28 12| |surrmncE | | | /
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GBSE |@ 1 | TEMPORARY SEEDING . . . S |
_ _g%g 15 DISTURBED AREAS QF THE SITR THAT ARE 7O REMAIN IDLE FOR MORE THAN TWENTY-ORE {21) DAYS SHALL BE PROPERLY SEEQE:# AND STRAW MULCHED WITHIN SEVEN {7} DAYS OF Rty ; RO :
559 [Z 1 1 COMPLETION OF INITIAL GRADING. TEMPORARY SEEDING AND MULCHING OF A THIRTY (30) FOOT STRIP OF THE ENTIRE FRONT OF THE LOT SHALL BE MAINTAINED ON THE SITE ONCE INITIAL i - e -
¢hbm 1O F | GRADING IS COMPLETE. S
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= % E # STABILIZATION OF CRITICAL AREAS WITHIN FIFTY (50} FEET OF ANY STREAM OR WETLAND SHALL BE COMPLETE WITHIN TWO (2] DAYS OF THE DISTURBANCE IF THE SITE 13 TO REMAIN :
TOZE |2 § | INACTIVE FORLONGER THAN FOURTEEN {14) DAYS. -
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o - STRAW-MULCH SHALL BE APPLIED AT A RATE OF t BALE PER EVERY TEN (10} FEET OF CURB, AT A WIDTH OF THIRTY {30) FEET OF THE ENTIRE LENGTR OF THE LGT. WOOD CHIPS MAY ALSO :
CLLX BEUSED BUT MUST BE SPREAD AT A MINIMUM DEPTH OF FOUR INCHES OVER THE THIRTY-FOOT WIDTH AND MUST BE ACCOMPARIED BY A PROPERLY INSTALLED SILT FENCE. &
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comzz . | MAINTENANGE
W; .4 EROSION AND SEDIMENT CONTROLS SHALL BE INSPECTED EVERY SEVEN (7) DAYS OR WITHIN 24 HOURS OF A 0.5" OR GREATER RAINFALL EVENT.
) i J NECESSARY REPAIRS SHALL BE MADE AT THIS TIME.
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i NOTE:
§ ALL EROSION AND SEDIMENT CONTROL SPECIFICATIONS, APPLICATIONS, AND TIMETABLES ARE BASED OF THE DESCRIPTIONS AND STANDARDS OF THE OHIO DEPARTMENT OF NATURAL
| RESCURCES "RAINWATER AND LAND DEVELOPMENT MANUAL™ AND CAN BE FOUND N THE LAKE COUNTY EROSION AND SEDIMENT CONTROL RULES AS ADOPTED DECEMBER 24, 1999,

z l _ 2 THE SPECIFIED EROSION AND SEDIMENT CONTROL STANDARDS ARE GENERAL GUIDELINES AND SHALL NOT LIMT THE RIGHT OF THE GOUNTY TO IMPOBE, AT ANY TIME, ADDITICNAL, MORE
oE ' STRENGENT REQUIRFMENTS. NOR SHALL THF STANDARDS LIMIT THE RIGHT OF THE COUNTY TO WAIE, I WRITING, INDIVIDUAL REQUIREMENTS.
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